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. FOREWORD

This Regulation is issued under the authority of the
. Department of Defense (DoD) Instruction 4140.50, "Management of
DoD Locomotives," December 9, 1982. 1Its purpose is to prescribe
uniform procedures to execute the management policy set forth in
DoDI 4140.50.

The provisions of this Regulation apply to the Office of the
Secretary of Defense (0SD), the Military Departments, the
Organization of the Joint Chiefs of Staff, and the Defense
Agencies (hereafter called "DoD Components").

This Regulation is effective immediately and will be used by
all DoD Components. Heads of DoD Components may issue
supplementary instructions to provide more detailed guidance if
required. Existing publications of the Department of the Army

. relating to the various phases of locomotive management may be
used by other DoD Components in lieu of publishing their own
instructions.

Send recommended changes to this Regulation to the Chairman,
Interservice Locomotive Management Committee (Deputy Chief of
Staff for Logistics, Headquarters, Department of the Army
Attention: DALO-TSM).

DoD Components may obtain copies of this Regulation through
their respective publications channels. Other federal agencies
and the public may obtain copies from the Director, US Naval
Publications and Forms Center, 5801 Tabor Avenue, Philadelphia,

PA 19120.
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Deputy Assistant Secretary of Defense
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CHAPTER 1

GENERAL INFORMATION

A. PURPOSE

1. This regulation establishes procedures to execute DoD Instruction
4140.50. It designates a point of contact for DoD locomotive management
information, a representative to chair the Interservice Locomotive Management
Committee (ILMC), and the membership of the committee. It also establishes
locomotive usage standards, locomotive replacement criteria, and procedures for
maintaining current information on location, age, condition and usage of all
locomotives in the Department of Defense.

2. It establishes the duties of the Interservice Locomotive Management
Committee and provides guidance on locomotive management, including authoriza-
tion, selection of equipment, maintenance support, acquisition, and safety.

3. The regulation is designed to facilitate interservice support and
coordination among the DoD Components in the management of DoD locomotives,
and to establish a centralized inventory reporting system to readily identify
locomotives available for assignment or reassignment to other services.

B. APPLICABILITY

The development and maintenance of this regulation is authorized by
DOD Instruction 4140.50, "Management of DoD Locomotives." The regulation
applies to the Military Departments and the Defense Agencies (hereafter
referred to as "DoD Components').

C. RESPONSIBILITIES

1. The Secretary of the Army shall:

a. Serve as the executive agent for the procurement of locomotives in
the Department of Defense.

b. Designate a point of contact for DoD locomotive management informa-
tion.

c. Pursuant to his responsibilities, establish and chair an Inter-
service Locomotive Management Committee, The Deputy Chief of Staff for
Logistics, Headquarters, Department of the Army, will provide a GM13 repre-
sentative to chair the Interservice Locomotive Management Committee.

2. The DoD point of contact for locomotive management information shall:

a. Mantain current DoD locomotive replacement criteria.
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b. Execute and maintain the Locomotive Management Information System
specified in Chapter 3.

c. Provide DoD Components, as requested, with current information on
location, age, condition, and usage of locomotives in the Department of
Defense.

d. Provide a representative to serve as an ex officio member of the
Interservice Locomotive Management Committee.

3. DoD Components shall:

a. Provide input for the Locomotive Management Information System to
the DoD point of contact in accordance with Chapter 3.

b. Advise DoD point of contact of its designated manager for locomo-
tive management information and HQDA of its representative to the Interservice
Locomotive Management Committee (ILMC).

D. PROCEDURES

This regulation is tailored to provide policy guidance solely for
locomotive management, although it is recognized that the operation of DoD
rolling stock is often an intrinsic part of the locomotive management function.
This regulation may be augmented by the DoD Components to prescribe more
detailed instructions, if necessary. Existing publications of the Army on the
.various phases of locomotive management may be used by the other DoD compon-
ents instead publishing their own regulations. Joint service regulations
are encouraged as an interim measure to ensure complete compliance with this
regulation. Matters requiring issuance of DoD policy, or amendment, or clarifi-
cation of this regulation should be referred to the chair of the ILMC. An
objective of the IIMC is to consolidate, when possible, the DoD component
publications into this regulation to minimize the growing number of regulations,
and ensure uniformity of policy and instructions.

E. Definitions

1. Motive Power. Railroad locomotives and other self-propelled equipment
designed for moving rolling stock. This includes self-propelled rail cars
designed to carry freight and/or passengers within the body of the car and car
movers designed to operate interchangeably on either rubber tires or steel
flanged wheels.

2. Rolling Stock. Railroad cars used for the movement of freight or
passengers which must be moved by a locomotive or other external means.
Railroad cars are further categorized by their use or design as box, flat,
depressed center flat, gondola, hopper, dump, tank, caboose and passenger.

3. Utility Railroad. Railroads that connect with rail carrier lines and
range from a simple siding to a warehouse or series of warehouses to a complete
rail network with interchange tracks, switching leads, repair tracks, inspection
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tracks, and any additional tracks necessary to facilitate thc receipt and
delivery of carload freight and provide a net: 'rk for intra-installation

transportation.

F. REPORTING REQUIREMENTS

The Utilization Report specified in Chapter 3, paragraph E. is assigned
Report Control Symbol DD-MIL(A)1683 in accordance with reference 3, TAB B.
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. CHAPTER 2

INTERSERVICE LOCOMOTIVE MANAGEMENT COMMITTEE (ILMC)

A. OBJECTIVE

The primary objective of the Interservice Locomotive Management Committee

(ILMC) is to conduct periodic reviews of locomotive management information and
coordinate DoD Component locomotive replacement and distribution plans. A

- secondary objective of the ILMC is to facilitate an integrated management
system for DoD locomotives through analysis of the locomotive management
information and an interchange of expert advice. Regulations and policies

N of the DoD Components shall be reviewed and consolidated to the maximum extent
and when feasible incorporated into this regulation by amendment.

B. REVIEW OF LOCOMOTIVE MANAGEMENT INFORMATION

A comprehensive review by each member of the ILMC shall be made of the
locomotive management information furnished by their DoD component. An
analysis of the information shall be presented by each committee member at
the annual meeting of the commmittee. The committee shall advise and assist
the individual DoD Components in improving management techniques to achieve
maximum ucage of its assigned motive power; discussions shall be held on common
management problems, and solutions will be sought that can be uniformly applic-
able within the DoD. Information reporting procedures shall be reviewed annually
to determine if revisions should be made to the LMIS system.

' C. LOCOMOTIVE REPLACEMENT AND DISTRIBUTION PLANS

The committee shall review the replacement and distribution plans of the
locomotive managers of the DoD Components to determine if redistribution of
excess or under utilized locomotives is feasible. Loans of locomotive equip-
ment to satisfy short-term or temporary requirements shall be considered. The
use of Interservice Support Agreements shall be encouraged by the ILMC to
reduce the locomotive resource requirements within the DoD.

D. MEMBERSHIP OF THE INTERSERVICE LOCOMOTIVE MANAGEMENT COMMITTEE (ILMC)

Permanent members of the committee have been designated by the heads of
. the DoD Components as indicated:

1. Chair of ILMC. Designee of the Deputy Chief of Staff for Logistics,
. Headquarters, Department of the Army.

2. Member. Designee of the Commander, Naval Facilities Engineering
Command.

3. Member. Designee of the Commander, Headquarters, Air Force Logistics
Command.

4. Member. Designee of the Commandant, Headquarters, U.S. Marine Corps.
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5. Member. Designee of the Director, Headquarters, Defense Logistics
Agency.

6. Ex Officio Member. To be d=signated by the DCSLOG, HQDA.

The Chair may request the participation of technical or management experts

in the meetings of the committee as required to accomplish the objectives of
the ILMC.

E. ILMC Meetings

The committee shall meet annually at time and place designated by the Chair.
Additional meetings may be scheduled by the Chair as necessary to achieve the
objectives of this regulation.

2-2




DoD 4140.50-R

CHAPTER 3 ‘

LOCOMOTIVE MANAGEMENT INFORMATION SYSTEM

A. USAGE STANDARDS

The Heads of the DoD Components shall ensure that all installations within
their respective 3ervices that operate locomotives have a reporting system that
can be effectively used to measure the utilization of the equipment. Due
regard wili be given to the mission of the installation, and the system may be
tailored to ieflect the peculiarities or const-aints of certain installations.
Existing systems for reporting utilization may be used if they contain the
common measurable factors specified in the Section C, Locomotive Data File
Layout, Columns 34 through 55. The utilization reporting system is to be
based on transportation performance factors for rail operations. The common
measurable standards are total switch movements, total rail cars switched,
intraplant car movements, inbound and outbound cars interchanged with the
commercial carriers serving the installation, and similar operating data
maintained in accordance with the DoD Components management and performance
standards.

B. INVENTORY
The Heads of the Do) Components shall designate a manager within their
respective services to maintain a master inventory record by locomotive type

and location.

C. RAIL DATA FILE LAYOUT

COLUMNS DESCRIPTION
1-13 NSN
14-15 MFG YR
15-17 STATE
18-20 WEIGHT
21 MAJOR COMMAND
22 SERVICE
23 BLANK
24-29 LOC CODE (UIC)
30-33 INSP DATE
34-38 OPER HRS
39-42 ANNUAL HRS
43-46 CARS IN
47-50 CARS OUT
51-55 INTRA SWITCHES
56 BLANK
57-71 ROAD NUMBER
72 CONDITION
73 REQUIREMENTS CODE
74-77 ACQUISITION COST




Data will be in:

1. 80 Column Card Form

2. Magnetic Tape, Autodin Record Length 80 Characters, BLKSIZE 3200
(40 Records/block)

D. DESCRIPTION DEFINITIONS

NSN-National Stock Number where known or established identification number.

MFG YR -- Calendar year locomotive manufactured or remanufactured in.

STATE -- State that installation and locomotive are located in.

WEIGHT -- Tonnage of locomotive.

MAJOR COMMAND -- Major Command to which installation is assigned.

D--DARCOM, F--FORSCOM, T--TRADOC, M--MTMC
SERVICE~DoD Component -- A-Army, N-Navy, F-Air Force, M-Marine Corps, S-Defense
Logistics Agency
LOC CODE (UIC) -- Alpha-Numeric for each location.
INSP DATE -- Date of last technical inspection or date of reporting
inventory: (Year/Julian date, i.e. 1 Jan 85 = 5001)

OPER HOURS -- Total accumulated hours since overhaul or remanufacture

SEMI-ANNUAL HOURS -- Total hours locomotive operated last 12 months

CARS IN -~ Number of rail cars received (loaded or empty) by installation

during past 12 months -
INTRA SWITCHES ~- Each rail car moved and spotted at a differnt location
within an installation
ROAD NUMBER -~ Reporting marks and numbers identifying each locomotive
CONDITICN CODE ~- A-Serviceable, F-Unserviceable, M-Being remanufactured or
overhauled -- or MIL-STRIP Condition Code

REQUIREMENTS CODE -~ 1-Tn Use-Serviceable, Z-Stand by-Serviceable,
3-Contingency~Serviceable, 4-Storage-Serviceable
5-Storage-Unserviceable, 6-Excess-Serviceable,
7-Excess-Unserviceable, 8-Loan, 9-In Tramsit

ACQUISITION COST -- Cost in $000's

E. REPORTING PROCEDURE

1. The usage report and locomotive inventory data required by Sections A
and B shall be submitted by the designated DoD Component managers on a annual
basis to TROSCOM, the DoD point of contact for locomotive management information.
The information will be transmitted in the rail data file layout specified in
Section C not later than 20 January each year.

2. TROSCOM will produce a hardcopy data base print, on request, and will

provide each LMIC member a copy. Format for usage report hardcopy report is
to be developed by TROSCOM.
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“II’ CHAPTER 4

MANAGEMENT OF LOCOMOTIVES

A. GENERAL

Locomotives are characterized by a high initial acquisition cost, an

extended procurement lead time, minimal technical obsolescense, and a2 long

. effective lifespan. These factors dictate a comprehensive analysis of loco-
motive requirements and a thorough review of all feasible alternatives to the
ownership of this equipment. It is DoD policy to maintain and operate in

- peacetime a diversified fleet of motive power to provide for logistic needs
and essential training of operational personnel to assure military effective-
ness in support of national defense policies. Locomotives shall be acquired
and utilized with due regard to the availability of commercial transportation.
Within the intent of this regulation, the considerations to be given to the
use of commercial transportation are outlined in Sections B below.

B. COMMERCIAL CARRIER SWITCHING SERVICE

Rail Carrier Obligations: Line haul rates offered by carriers shall
be deemed to include delivery to the unloading spot. Further, rail carriers
may deliver on and remove cars from privately owned side tracks and industrial
tracks connecting with a carrier's tracks, cars of freight moving at carload
rates, without additional charge, provided there are no conditions that make
it unsafe for the carrier's locomotives to operate over such tracks or that
prevent carriers from receiving or delivering the cars at its ordinary
operating ccnvenience in a continuous movement.

1. '"Continuous movement" means a movement between the carrier's tracks
and the loading or unloading locations, a hold track or tracks, or other place
where cars are received or delivered without any delay, or any suspension, or
break in time, or continuity of the movement, due to any circumstances or
condition for which the industry is directly responsible.

2. "Ordinary operating convenience" means the time selected by the
carrier when it is most advantageous to the carrier, in relation to its
coordinated switching activities in a particular switching zone, when the

. terminal services are performed by switching locomotives, or at the time the
scheduled trains arrive at the plant site when the switching services are
performed by road switcher. Ordinarily, it contemplates only one switch a

. day, except when additional switches are made for carrier convenience to
secure the prompt release of equipment or when necessitated by the volume of
traffic. Movements to, from, or within the plant site at other times, at the
request of the industry are not considered at the carrier's ordinary operating
convenience.

3. Switching services required beyond the carrier's obligation for initial
placement of a car, such as intraplant switching and weighing operations per-
formed by the installation for its own convenience are transportation services
that the carrier is normally not obliged to perform. However, these special
switching services can be performed by carrier when agreed to special charges
are published. The installation Transportation Officer should request the rail
carriers to establish special charges for these services if such agreements are
not on file. The switching services of the rail carriers shall be used to the
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maximum extent possible. Shipping, receiving and warehousing activities shall
be scheduled and coordinated to gain full benefit of the carrier's services,
augmented by the carrier's special contracts for respotting, intraplant switches,
weighing and similar services.

4. Assistance may be requested through channels from the Commander,
MIMC, if a satisfactory agreement cannot be reached with the concerned rail
carriers.
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CHAPTER 5

AUTHORIZATION OF LOCOMOTIVES

A. POLICY

Prior to requesting the assignment of a DoD locomotive, the DoD component
initiating the request shall make an administrative determination that the
installation requesting the locomotive has:

1. Not been able to secure switching service on a tariff basis from the
serving rail carrier or carriers.

2. Complied with the provisions of OMB Circular No. A-76 and the imple-
menting DoD Instruction 4100.33, "Operation of Commercial and Industrial-Type
Activities," and the associated DoD 4100.33-H, '"DoD In-House Vs Contract
Commercial and Industrial Activities Cost Comparison Handbook."

3. Determined it is not economically feasible to transfer the rail traffic
to an alternate transportation mode.

4. It is necessary to meet mobilization requirement.

B. REQUIREMENTS

Locomotive requirements shall be compatible with the organizational structure
and mission of the installation.

1. Locomotives shall be required on a continuing basis.

2. There is no suitable substitute type locomotive available at the
installation.

C. AUTHORIZATION.

An authorization document shall be issued by the Head of the DoD Component
or his designee specifying the type and quantity of locomotives to be assigned
to the requesting installation.
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‘ CHAPTER 6

SELECTION OF LOCOMOTIVES

A. ANALYSIS OF REQUIREMENTS

The selection of a locomotive is based on the average daily switching

requirements of the installation during both peacetime and mobilization. The

* majority of the DoD rail operations are utility railroad and intraplant in nature,
characterized by relatively short distance switch movements usually consisting
of less than ten rail cars per move. Distances from the interchange points

- with the commercial rail carriers to the installation's classification or
receiving yards rarely exceed five miles. Therefore, the criteria used by
commercial rail carriers for the assignment of motive power are not generally
applicable to the operation of a DoD installation. The daily average Gross
Trailing Load (GTL) switching requirement of an installation should be used
in computing the Drawbar pull (DBP) need for an assigned locomotive. During
peak periods an extra switch move may be required to handle an above average
volume of cars. This situation is preferable to the acquisition, assignment,
use and maintenance of a locomotive larger than that required for the instal-
lation's mission. The objective is to assign locomotives of the minimum size
and horsepower available that can effectively perform the switching require-
ments of the installation. Sections B and C contain formula and factors to be
used in the selection of a locomotive as well as characteristics of locomotives
owned and operated by the DoD Components.

‘ B. FORMULAS AND FACTORS FOR LOCOMOTIVE SELECTION

Locomotives will be selected based upon consideration of the following
factors.

1. Weight on Drivers. Weight on drivers is expressed in short tomns; it
is that weight supported by the driving wheels of a locomotive. It does not
include any of the remaining portion of the locomotive's weight. The weight
on drivers of some locomotives used by the DoD is shown in Table 1; for those
not listed in this table, specifications issued by the purchaser, the using
railroad, or the manufacturer must be consulted.

. 2. Tractive Effort. The force developed at all the locomotive driving
wheels parallel to the rail to move the locomotive and cars. This force is
expressed in pounds; it is directly proportional to the locomotive horsepower

. and inversely proportional to the locomotive speed. The tractive effort of
some locomotives used by the DoD is contained in Table 1. Where such data
are not available, tractive effort may be determined as indicated in a and
b below.

a. Starting Tractive Effort (TE).

(1) Starting tractive effort is the power that a locomotive can
exert to move itself and the load that it is hauling from a dead stop. It
is correlated closely to the adhesion which the driver wheels maintain at

‘ the rails. If the tractive effort expended exceeds this adhesion factor,




the driving wheels will slip. Normally, the adhesion factor, when the rails
are dry, is 30 percent of the weight on drivers; when the rails are wet, this
factor is reduced to 20 percent. For planning purposes, 25 percent is used.

(2) For a diesel locomotive weighing 80 short tons (73 metric
tons) or 160,000 pounds (72,574 kilograms) on the driving wheels, the starting
tractive effort is computed as follows:

TE = Weight on drivers (1b(kg))
25% adhesion factor
= 160,000 1bs (72,574 kgs)
= 40,000 lb: (18,143 kgs)
b. Continuous Tractive Effort TE . Continuous tractive effort is the

effort required for the locomotive tockeep a train rolling after it has been
started. As the momentum of a train increases, the tractive effort necessary
to keep the train moving diminishes rapidly. Since a diesel-electric locomo-
tive cannot continue to exert the same force while pulling a load as was
attained in starting that load, the continuous tractive effort of a diesel-
electric locomotive is rated as approximately 50 percent of its starting
tractive effort. For a diesel-electric locomotive weighing 80 short tons (73
metric tons) or 160,000 pounds (72,574 kilograms) on the driving wheels,

the continuous tractive effort is computed as follows:

TE = TE
c

2

40,000 1bs (18,143 kgs)
2

20,000 1bs (9,071 kgs)

3. Drawbar Pull (DBP)

a. Drawbar pull is the force available to pull a train after deducting
from tractive effort the energy required to move the locomotive itself. In
planning, 20 pounds per ton of total locomotive weight is taken from the
tractive effort as follows:

Total locomotive wt = 100 STON
100 x 20 = 2,000 pounds
TE minus 2,000 pounds = DBP

or

TE

200,000 = 50,000
4

TE

50,000 = 25,000
2
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DPB = 25,000 - 2,000 = 23,000 pounds

b. Maximum drawbar pull can be exerted only at lowest speeds up to
about 10 miles (16 kilometers) an hour and for a limited length of time;
at higher speeds, diesel-electric locomotive drawbar pull diminishes rapidly
because the electric generator and traction motor cannot hold up under the
heavy starting voltage and amperage, and would burn out if the load continued
for a longer time after the locomotive reached a speed of 10 miles per hour.
However, a steam locomotive retains its initial drawbar pull at all speeds
in the same manner that it retains its tractive effort at all speeds.

4. Rolling Resistance (RR) The force components acting on a train in a
direction parallel with the track, which tend to hold or retard the train's
movement, constitute rolling resistance. The components of rolling resistance
are friction between the railheads and the treads and flanges on the wheels,
resistance due to undulation of track under a moving train, internal friction
of rolling stock, and resistance in still air. There is no absolute figure to
be used for rolling resistance, but experience indicates that safe average
values to use for rolling resistance are as shown in table 2.

5. Grade Resistance (GR) Grade resistance is the resistance offered by
a grade to the progress of a train. It is caused by the action of gravity,
which tends to pull the train downhill. For military railway planning, use
the factor of 20 pounds multiplied by the percentage of grade resistance in
pounds per ton of trailing load (train).

6. Curve Resistance (CR) Curve resistance is the resistance offered
by a curve to the progress of a train. No entirely satisfactory theoretical
discussion of curve resistance has been published; however, engineers in the
United States usually allow from 0.8 to 1 pound per ton of train per degree
of curve. In military railway planning, use the factor of 0.8 pound multi-
plied by the degree of curvature.

7. Weather Factor (W)

a. The weather factor reflects, by percentage, the adverse effect of
cold and wet weather on the hauling power of a locomotive. Experience and
test have proved that, whenever the outside temperature drops below 32 Degree
Fahrenheit, the hauling power of a locomotive is decreased. Table 3 indicates
the weather factor (percent) for varying degrees of temperature.

b. Ordinarily, wet weather is regarded as local and temporary; it is
considered absorbed by average figures. However, in countries having extended
wet seasons (monsoons, fog, etc.), the loss of tractive effort due to slippery
rails may prove serious if sanding facilities are lacking or inadequate.

The applicable reduction is a matter of judgement, but in general, tractive
effort will not be reduced to less than 20 percent of the weight on drivers.

8. Gross Trailing Load (GTL)

a. When diesel-electric locomotives are operated in multiple unit
operation, the gross trailing load is equal to sum of the gross trailing
load for all locomotives so used. However, when the locomotives are not
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electrically connected for multiple unit operation, or when steam locomotives
are used in tandem (doubleheaded) or in pusher service, 10 percent of the
total gross trailing load is deducted because of the human element involved. ‘

b. Gross trailing load is the maximum tonnage a locomotive can move
under given conditions; for example, curvature, grade, and weather. It is
determined by combining the factors discussed in paragraphs 12-6 through 12-10.
The formula for gross trailing load follows:

GTL = DBP x W
RR + GR + CR
where --

GTL = gross trailing load
DBP = drawbar pull
W = weather resistance
RR = rolling resistance
GR = grade resistance
CR = curve resistance

c¢c. When multiple unit diesel locomotives or pushers are used, the
gross trailing load is equal to the sum of the gross trailing load for all
locomotives used.
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DoD 4140.50-R

"II’ CHAPTER 7

ACQUISITION OF LOCOMOTIVES

A. STANDARDIZATION

DoD locomotive equipment provided for use in CONUS shall generally be
standard, commercially designed equipment conforming to the requirements of
the Association of American Railroads (AAR) and the Federal Railroad Admini-
stration (FRA). This will ensure the mobility and interchangeability of the
equipment as required. Motive power shall be of standard commercial design
with types and models acquired being restricted to the minimum number consistent
with current and projected requirements. Major components shall be similarly
standardized to the maximum extent possible. Procurement of locomotives
for foreign service shall be in accordance with the principle of acquiring
commercially designed equipment, when practical, with consideration to the
configuration limitations caused by clearances, axle loads, curvatures, and
other restricting factors.

B. PROCUREMENT CRITERIA

To avoid unnecessary military ownership, DoD-owned locomotives, to be
eligible for procurement, retention, maintenance, or upgrading must meet one
of the following criteria:

1. The locomotive is a type peculiar to the military -- a specialized
type not available from commercial sources, or not available in the number or
at the time required to meet military needs.

2. The locomotive is required to meet overseas or mobilization require-
ments.

3. The equipment is required to meet intra-installation requirements of
a military activity.

4. The cost of obtaining locomotive service from commercial sources is
in excess of the cost of operating military-owned equipment, and it can be
determined administratively that it would be wasteful of public funds. This
determination must comply with the provisions of DoD Instruction 4100.33,

- Operation of Commercial and Industrial-Type Activities.

C. PROCUREMENT PLANNING

DoD Components having requirements for locomotive equipment not available

in the DoD rail inventory or having future requirements for specialized equip-

ment not available in the DoD or commercial railroad inventory must expeditiously

requisition the equipment through appropriate channels. A minimum lead time

of twenty four months is required for procurement of specialized equipment and

motive power. Prior to submitting a Military Interdepartmental Purchase Request

(MIPR) the Interservice Locomotive Management Committee will be requested to

determine if suitable locomotives are available within the DoD inventory

that would satisfy the requirement of the DoD component with the procurement
. requirement. Each DoD Component must plan, program, and budget for costs
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associated with the acquisition of its locomotives and locomotive equipment.
TROSCOM is responsible under the DoD Coordinated Procurement Program for the
acquisition of locomotives and locomotive equipment.
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DoD 4140.50-R

CHAPTER 8

MAINTENANCE SUPPORT FOR LOCOMOTIVE EQUIPMENT

A. RESPONSIBILITIES

1. TROSCOM (Focal Point) is responsible for:

a. Maintenance of utility rail equipment used by DA and other DoD agencies
having Interservice Support Agreements (ISSAs) (DD Form 1144) with TROSCOM.

b. Operation of Mobile Rail Repair Shops (MRRS) to provide direct and
general support maintenance on this equipment. TROSCOM will ensure adequate
support is available to handle other service requirements. (See Section F for
MRRS locations and areas they service.)

2. Maintenance
a. Unit Maintenance.

(1) The using activities are responsible for data reporting,
operation, and organizational maintenance of the rail equipment.

(2) The using activities maintenance personnel, the operator,
and crew of the equipment shall perform unit maintenance.

(3) On request, MRRS can perform unit maintenance for using
organizations that lack the personnel, tools, or test equipment needed.

b. Direct and general support maintenance. Installation commanders
are responsible for direct and general support maintenance of assigned or
supported equipment.

c. Depot maintenance. TROSCOM is responsible for depot maintenance
of Army locomotives; it shall facilitate and coordinate depot maintenance
requirements of other DoD components under the provisions of para a(l), subject
to the availability of shop time at depot maintenance facilities.

B. REPAIR PARTS SUPPLY SUPPORT

1. Using activities will submit requisitions to the proper MRRS for
organizational maintenance repair parts not available through normal local
supply channels.

2. MRRS will:

a. Verify that repair parts requisitioned are required for orgniza-
tional maintenance.

b. Supply items by:

(1) Shipping from MRRS stock.




(2) Making funded requisitions for parts to the proper servicing
installation stock fund. (Shipment may be direct to user).

(3) Using the procurement activity of the servicing installation
to obtain repair parts not available through source (1) and (2) above.
(Shipment will be direct from vendors to installation.)

(4) Using Standard Form 44 (Purchase Order-Invoice-Voucher) to
purchase repair parts locally in emergencies. These local purchases are
subject to the limitations set out in Section 13.505-3 of the Federal
Acquisition Regulation (FAR).

C. REPAIR PART STOCKS

1. The MRRS are issued mission stocks and regulated items as authorized.
2. The MRRS will replenish stocks by:

a. Making funded requisitions, except items authorized for local
purchase.

b. Using the procurement activity of MRRS servicing installations
for authorized items.

D. MANDATORY INSPECTIONS

TROSCOM representatives shall conduct a mandatory annual inspection of all
assigned Army locomotives. Inspections will be made for other DoD components
who request and provide funds for this service. This inspection shall be conducted
regardless of the means of maintenance support and/or the organization providing
the support to insure that rail equipment is maintained and reported in compliance
with applicable service manuals. Locomotives which are also used on commercial
track, will be maintained, inspected, and reported in compliance with the
Federal Railorad Administration Regulations and the interchange rules and
safety requirements of the Association of American Railroads (AAR).

E. FUNDING
1. TROSCOM provides funds for direct and general support maintenance
and supply support for Class I Army installations directly to MRRS. These

installations shall not cite consumer funds on requisitions.

2. TROSCOM MRRS units provide funds for repair parts and materiel for
utility rail equipment assigned to the U.S. Army Reserve Rail Shop Units.

3. TROSCOM shall be reimbursed by customers other than Class I on Standard
Form 1080 (Voucher for Transfer between Appropriations and/or Funds) for:

a. Industrial Funded Installations.
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b. DoD agencies covered by ISSA (DD Form 1144).
c. Other federal agencies requesting MRRS support.
4. Cost and production data shall be reported in compliance with DoD
7220.29-H. (Department of Defense Depot Maintenance and maintenance support

cost accounting and production reporting handbook).

F. SOURCE OF MAINTENANCE SUPPORT FOR LOCOMOTIVE EQUIPMENT
Mobile Rail Repair Shop

(MRRS) Locations Area Serviced
USATSARCOM MRRS #1 Connecticut, Delaware, *Florida,
New Cumberland Army Depot *Georgia, Maine, Maryland,
New Cumberland, PA 17070 Massachusetts, Michigan, New York,

New Jersey, New Hampshire, North
Carolina, Ohio, Penmsylvania,
Rhode Island, South Carolina,
Vermont, Virginia, West Virginia

USATSARCOM MRRS #2 Alabama, Arizona, Arkansas,

Red River Army Depot *Florida, *Georgia, Illinois,
Building 1535 Indiana, Iowa, Kansas, Kentucky,
Texarkana, TX 75501 Louisiana, Minnesota, Missouri,

Mississippi, Nebraska, North
Dakota, Tennessee, Texas,

Wisconsin
USATSARCOM MRRS #3 Alaska, California, Colorado,
Tooele Army Depot Idaho, Montana, Nevada, Oregon,
Building 502, North End Utah, Washington, Wyoming

Tooele, UT 84704

Note:

“Indicates States serviced by two MRRS’

MRRS #1 supports Fort Stewart, GA; and Homestead Air Force Base, FL; and
Cape Canaveral, FL.

MRRRS #2 supports Government Aircraft Plan #6, Marietta, GA; Marine Corps
Supply Depot, Albany, GA; Moody Air Force Base, Valdosta, GA; and Warner
Robins Air Force Base, GA.
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DoD 4140.50-R

‘ CHAPTER 9

REPAIR AND REPLACEMENT STANDARDS FOR LOCOMOTIVES

A. GENERAL

1. Replacement or remanufacture of DoD locomotives shall be authorized in
accordance with the provisions of this chapter. The procedures outlined shall
- be used to determine the expenditure limits for locomotive repairs or eligi-
bility for replacement.

B. ONE-TIME REPAIR EXPENDITURE LIMITS

1. Procedure.

a. One-time repair expenditure limits are applicable each time an item
becomes unserviceable. The one-time repair expenditure limit is expressed as
a percentage of the total repair cost estimate to the total cost of the end
item.

b. The procedure for determining the repair expenditure limit for an
item follows:

(1) Establish current replacement cost.

(2) The repair cost estimate is the sum total of the estimated cost
‘ of labor and parts listed in the technical inspection repair as necessary
requirements for the restoration of an end item to a serviceable condition.

c. Repair eligibility shall be determined by comparing the repair cost
estimate with the product of the percentage, shown on the applicable repair
limitations chart, times the current replacement cost of the unserviceable
end item. An end item loses its repair eligibility if the estimated cost of
repair exceeds this product. The maximum allowable one-time overhaul allow-
ance of 65 percent is restricted to those years identified in Appendix A.

2. Expenditure Limits.

a. The repair expenditure limit for components, assemblies, and
renewable parts applicable to end items which are serviceable or are eligible
for repair is 65 percent of the estimated replacement cost. New components,
assemblies, and recoverable spare parts should be procured if the estimated
repair cost exceeds 65 percent of the replacement cost.

b. Paragraph a above is applicable to bulk components, assemblies,
and/or recoverable repair parts to be repaired and returned to the pipeline
for issue. These bulk items are those items in support of the direct exchange
program.

c. General. Appendix A furnishes one time repair and/or overhaul
expenditure limits in percentages of price according to age of the equipment
in years and provides the necessary data required to determine end item repair
. eligibility. All items are identified by National Stock Numbers and arranged
‘ in numerical sequence.

9-1




Column Data: ‘

a. Column (1) lists the NSN (National Stock Number) for the end
item.

b. Column (2) lists the equipment and end item nomenclature.

c. Column (3) lists the production year of equipment for the road
and serial number listed in column {4). An asterisk in this column indicates
the production year is not available.

d. Column (4) lists the road or serial number when available.

e. Column (5) lists the equipment age and percentage of repair
expenditures allowed, in relationship to age. Lines (1) and (3) list the age
of the equipment. Lines (2) and (4) list the percentages to be used to deter-
mine the repair expenditures. Lines (1) and (3) indicate the life expectancy
of the item in years.

NOTE:

Rail items to be shipped overseas or to units for movement overseas
shall have a minimum of five years repair eligibility remaining sub-
sequent to issue. Items to be shipped to CONUS users shall have a
minimum of one year repair eligibility remaining subsequent to issue.

C. TECHNICAL INSPECTIONS .

Each locomotive shall be inspected by an experienced, technically qualified
rail technican at least once annually. Unserviceable equipment shall be in-
spected by a qualified rail technician prior to repair or evacuation of the
item to the next higher supporting maintenance facility for repair or disposal
action. The inspection report shall include defects and malfunctioning components
and the repair cost estimate to place the equipment in standard operating
condition. The objectives of the technical inspection are:

1. To determine the economical reparability of DoD material.

2. To prevent the evacuation of uneconomically reparable equipment unless
specifically required and directed.

3. To preclude the loss of materiel to the DoD solely on the basis of
the age of the materiel.

D. COMPUTATION OF REPAIR COST ESTIMATES

Before preparing detailed cost estimates review previous work orders to
determine whether similar items in a similar repairable condition have been
repaired. If a work order exists, use actual work order cost as the-
estimating basis. Old work order cost should be accelerated by using
prescribed operation and maintenance inflation factors to reach an estimate of
repairing the component.
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1. Cost elements: when past experience for repairing similar components
is not available to determine estimated repair costs, detailed cost
computations will be necessary.

a. Elements of cost to be used in estimating the cost of repair or
overhaul of materiel are:

(1) Direct labor (military and civilian).
(2) Direct materiels.

(3) Indirect or overhead costs.

(4) Contractual services.

(5) Shipping and transportation costs.
(6) Other charges.

b. The following elements of cost shall not be included in depot
repair or overhaul unit cost estimates:

(1) Replacement of nonintegral components of basic issue items.

(2) 1Items of operating expense; for example, replacement of
batteries, antifreeze, and petroleum products, except where the replacement
is required as a result of accidental damage.

(3) The labor cost of applying Modification Work Order's except
if the amount of modification labor is small so that no major materiel distortion

in either modification or other depot maintenance costs will occur.

(4) The cost to overhaul or replace accessory items used to adapt
materiel for special uses.

2. Estimated direct labor costs.

a. Direct labor is that labor, civilian or military, which can be
specifically identified to the repair or overhaul job to be performed. It
includes only those personnel that have direct productive contact with the
materiel or service involved. Initial and final inspections are included in
this category.

b. To estimate direct labor costs, determine the direct labor man-hours
to be applied; then, apply current pay rates plus the cost of annual, sick and
other leave and government contributions for employee benefits.

c. The determination of the direct labor man-hours to be applied shall
be based on man-hour requirements for maintenance tasks listed in applicable
materiel publications, commercial flat rate manuals when appropriate, similar
work previously performed, or individual experience.

3. Civilian labor rates. Costs of civilian labor shall be based on the
labor rate of the individuals who actually perform the maintenance service,
as follows:
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a. Convert man-years to average productive working hours when civilian
labor pay scales are stated in terms of annual salaries.

b. Labor rates, whether determined from annual salaries or hourly wage
rates, shall be computed to include provisions for the cost of annual, sick,
and other leave, and government-contributed fringe benefits.

4, Military labor rates. Labor rates used for military personnel shall be
the average military wage rate for the individuals performing the work based
on standard rates.

5. Labor rates including indirect expenses. Heads of DoD components or
their designees may establish and use standard hourly rates for direct labor
(including indirect or overhead). When these standard rates are established,
separate rates will be established for direct support, general support, and
depot for the following:

a. Each category of supportable materiel listed below:
(1) Rail.
b. Each major geographical area where wage levels vary greatly.

6. Estimate direct materiels costs.

a. Estimates of costs of all materiels directly applied and identifi-
able to the particular item to undergo repair or overhaul shall be included in
repair and overhaul cost estimates. This includes cost of government-furnished
materiel used by a contractor in performing all or part of the maintenance jobs.

b. Estimates of consumables shall be at the standard inventory price
as published in appropriate supply manuals. Materiel to be obtained from local
sources shall be priced at the latest invoice cost. Cost of materiel made or
to be made will be the actual cost of fabrication. When actual costs are not
available, engineering estimates will be used.

c. Replacement parts and assemblies used in the repair process shall
be at the exchange price. This is the standard inventory price less credit
for the return of unserviceable reparable parts removed from the particular
materiel. The applicable commodity manager may prescribe a standard credit
as a percent of the standard inventory price, as long as it reflects the
estimated cost to repair the returned or removed repairable part.

7. Estimated indirect and overhead costs.

a. The repair or overhaul cost estimate shall include the indirect or
overhead costs associated with the repair and overhaul process. These costs
shall be determined by applying the indirect or overhead rate to the estimated
direct labor man-hours.

b. The indirect or overhead costs used in developing the indirect or
overhead rate will include:
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(1) Manufacturing or production expense, such as indirect costs
incurred within or identifiable to the maintenance shop or organizaton per-
forming the repair work, although not identifiable to a particular repair or
overhaul job.

(2) General and administrative expenses, such as costs incurred
in general management or supervision, which are measurable costs chargeable to
maintenance units and activities.

8. Contractual services. These are costs for contractual services
required, incident to, or identifiable with the performance of all or part of
the specific maintenance job and will be included in the cost estimate.

9. Shipping costs. All shipping costs shall be included in the estimate.
Shipping costs include:

a. All costs involved in preparing the materiel for shipment at point
of use; and

b. All transportation and handling costs from point of use to selected
point of repair.

10. Estimates of other costs. Any other costs, not excluded in paragraph
1.b., Section D required to complete the required maintenance which can be
directly identified to the repair or overhaul task, shall also be included
in the estimate, although not specifically mentioned herein.

11. Commodity manager adjustment of cost and man-hour estimates.

a. When materiel is reported to commodity manager for disposition
instructions based on repair cost estimates, the commodity manager shall compare
the labor rate used by field personnel with the labor rate of the depot main-
tenance facility selected to complete the maintenance required. Adjustments
in the repair cost estimate to reflect depot maintenance labor rates shall be
made prior to a decision concerning the disposition of the unserviceable asset.

b. When materiel is reported to the commodity manager for disposal/
instructions commodity manager based on man-hour estimates, shall convert the
direct labor man-hours and related information identifiable to the maintenance
effort required to a repair or overhaul cost estimate in dollar amounts per
this regulation. This shall be done prior to a decision concerning the dis-
position of the materiel.

12. Waivers by major commands

a. Heads of DoD components or their designees have approval authority
on requests for waivers of published maximum repair and overhaul allowances
when the required maintenance can be accomplished at organizational, direct
support, or general support categories of maintenance. Required repairs
shall not be broken into separate job estimates merely to by-pass prescribed
maximum repair allowances.

b. In approving such requests, commanders will insure that:




(1) The unit or organization requesting the waiver has been unable
to obtain timely replacement of the uneconomically reparable asset by checking
with the appropriate commodity manager. -

(2) An urgent operational or essential training requirement
exists, which justifies the uneconomical repair.

(3) Resources are available (or can be made available) to the
requesting organization or command to do the required repairs within an accept-
able period of time. Normal maximum time is considered 60 days.

(4) Unit and activity commanders requesting materiel waivers shall
submit copies of the technical inspection report with justification for materiel
retention and uneconomical repair, through proper support maintenance channels,
to DoD service commanders for approval.

13. Waivers by NMP/NICP NICPs, in coordination with the proper NMP, may
grant waivers to published maximum one-time repair and overhaul allowances
when the maintenance required to restore the unserviceable asset to a service-
able condition will be accomplished at the depot maintenance level, and
operational requirements necessitate such action.

E. DISPOSITION INSTRUCTIONS

1. Eligibility of Materiel for Evacuation to Depot Maintenance.

a. CONUS. All locomotives covered by this chapter are eligible for
evacuation to depot maintenance whenever the Technical Inspection results
indicates that repairs required are not authorized and/or exceed general
support capabilities. The cost of repairs shall not exceed the one-time
repair expenditure limits.

b. Overseas. Depot maintenance of all locomotive end items at
overseas installations is the responsiblity of major overseas commanders.
It shall be accomplished with existing facilities, personnel, and equipment with
appropriate augmentation when required, or by contract maintenance. The
technical inspectors must be familiar with maintenance operations and
standards to determine the work required and thereby arrive at the proper
classification.

2. Disposition Instructions. These instructions shall be provided by the
commodity manager for all locomotives regardless of repair expenditure limita-
tions listed in the applicable appendix. When the estimated one-time repair
cost exceeds the prescribed expenditure limits and waiver of limits is not
authorized, no action will be taken to dispose of the equipment until
disposition instructions are received from the NICP.
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DoD 4140.50-R

‘ CHAPTER 10

STORAGE OF LOCOMOTIVES

A. POLICY

Locomotives authorized under the provisions of Chapter 3 may be placed in

storage when there is no immediate requirement for the equipment, but it must

. be retained for contingency or other valid reasons. Consideration will be
given to retaining the locomotive in active service through a rotation program
with assigned locomotives in operation at the installation to which the unit

- is assigns. The high acquisition cost, the long procurement cycle the trans-
portation costs incurred in the movement or reassignment, and the time frame
required to secure a locomotive or replacement are factors to be considered
in determining if a locomotive should be retained in storage or declared excess.
Locomotives placed in storage shall be processed in accordance with the applic-
able i1egulations of the DoD Component owning the locomotive. The Department
of the Army Technical Bulletin TB 740-93-5, "Preservation of Railroad Equipment
for Storage," may be used instead of service regulations.

B. STORAGE LOCATIONS

The following factors shall be weighed in determining storage locations for

locomotives:
‘ 1. Strategic location in relation to mobilization or emergency requirements.
2. Availability of rail trackage.

3. Resource availability for dynamic dehumidification (cocooning) and
enclosed storage facilities.

4. Climatic conditions.

5. Access to major trunk lines.

C. STORAGE AT USER INSTALLATIONS

Administrative storage, wherein the user installation places the locomotive
in a limited care and preservation status in accordance with applicable tech-
nical manuals for short periods of time, is authorized. The allowable time
that a locomotive may remain in adminstrative storage will vary with the storage
environment. Locomotives placed in this type storage will be capable of being
restored to full mission capability within 30 days. Prior to placing the loco-
motive in storage, the next scheduled preventive maintenance shall be performed
and deficiencies shall be corrected. All regularly scheduled preventive main-
tenance services shall be suspended when the unit is placed in storage. Loco-
motives removed from storage will be restored to normal operating condition
according to applicable technical manuals and tested to determine their
operational capability.
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D. LONG TERM STORAGE

Long term (in excess of five years) storage shall be restricted to locomotives
that cannot be leased or acquired in time to meet contingency requirements.
Dynamic dehumidification (cocooning) should be considered when it is antici-
pated that the locomotives may be retained in storage in excess of five years.
When economically and operationally feasible, locomotives should be stored in
areas with climatic conditions conducive to preservation without dehumidifi-
cation. Such storage will facilitate the rotation in usage of the locomotives

in long term storage and make it possible to expeditiously place locomotives
in service in emergencies.
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. CHAPTER 11

SAFETY

A. OPERATING AND SAFETY RULES

Operating and Safety Rules for railroad operations will be published and
kept current by the DoD Components. The Standard issued by the Association of
- American Railroads may be modified to apply to the conditions prevailing in
the operations of the individual components. The joint Army/Air Force technical
manual, TM 55-200 "Railway Operating and Safety Rules", may be used by the
- other DoD components instead of preparing and maintaining individual publications.
Safety rules applicable to railroad operations are incorporated into TM 55-200.

B. SAFETY REQUIREMENTS--LOCOMOTIVES

The following general requirements are applicable to the operation and
maintenance of all DoD locomotives.

1. Protection against personal injury. Fan openings, exposed gears and
pinions, exposed moving parts of mechanisms, pipes carrying hot gases and
high-voltage equipment, switches, circuit breakers, contractors, relays, grid
resistors, and fuses shall be in non-hazardous locations or equipped with
guards to prevent personal injury.

. 2. Exhaust and battery gases.

a. Products of combustion shall be released entirely outside the
cab and other compartments. Exhaust stacks shall be of sufficient height, or
other means provided to prevent entry of products of combustion into the cab
or other compartment under usual operating conditions.

b. Battery containers shall be vented, and batteries kept from
gassing excessively.

3. General condition. All systems and components on a locomotive shall

be free of conditions that endanger the safety of the crew, working on or about
locomotives or train. These conditions would include: insecure attachment of

. components including third rail shoes or beams, traction motors, motor gear
cases, and fuel tanks; fuels, oil, water, steam, and other leaks and accumula-
tions of o0il on electrical equipment that would create unnecessary risk; im-
proper functioning of components, including slack adjusters, pantograph operating
cylinders, circuit breakers, contractors, relays, switches, and fuses; and
cracks, breaks, excessive wear and other structural infirmities of components
including quill drives, axles, gears, pinions, pantograph shoes and horns, third
rail beams, traction motor gear cases, and fuel tanks.

4. Leaving locomotive unattended. Normal circumstances should not
require an engine running locomotive to be left unattended. For unusual cases
when it is necessary to leave an engine running locomotive unattended, the
following procedure should be followed.
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a. Securely apply locomotive hand brake.

b. Place engine run and generator field switches in the OFF (down)
position.

¢. Place throttle in IDLE and dynamic brake in OFF position. Remove
reverser handle from controller to lock the controls.

d. Observe all Railroad Safety precautions.

11-2




DoD 4140 50-R

o |._
sclse|ve|ee|ae|ic|oc]6z 82| sz |9z [sc|ve [ez]ez |12 |0z |6t ] A
1|0z z | o [z¢ [ve ot 8 | OF £y | vy v|ov 6 |6v] 109 Bunum
d rejecio 9€ |BE OV iy P19 6 i €11 "11-L | 2561 Ind Je@ meig Q)
si|zifoifst|wfer]ai|iifor|6la|c]ols|vlc|zls|m €2v-1 | 9561 000€1 'SA "19nods 18 | 68ze-€v5-00-0122
ot[st (et |tz |vz |9z (82 |0c|{ze|€E]|cE |9€] %
ot [sejvefecee|1e|oe |6z (82|22 |92 sz [ve [ |ez| 12 |0z |68 | IA
- ‘6u3 sediaresy/39
gelecfor|iv|er ev v sr [ov [9v | 2v |2v |or [8Y | 6v |6v | 6v 0S| ° i
sijcijoiistimleifai|iifor|6 |6 c]als|v]|e]z]|t 2] cose 0858 'bese ‘9958 ‘9262 | breL 195910 'aMoW0007 | 8E06-625-00-0122
ot [si e |vz|vzoz |6z |oc|ze|ee|se [9e| o
ot |se|ve|eeeze|ic{oc |6z 82| sz |9z sz |ve|ez |2z | 2|0z |61 ] IA 8E0Z MUl YEOZ
‘! nJj ! ‘ - AANOW-04129]
seleclovlivlev|ev vo sy |ovov uv v lav]av]ey|ev]ev os| o | O50Z T LE0Z veoe ecoe o 0L 00r e
grjatfov|sitfviletfatfiifor|e|a{z]o|s|[v|e]z]|t|IA] ‘010z 2002 2002 0002 | 1564 '19591q ‘BAIOW020T | GEGZ-1£€-00-0122
ot [s (8t |12 {vz {9z 8z |oc|zc (€€ |se |9E | %
9e|se|vc|ee|ec|ic]oc |6z [8z| sz |9z |sz vz |ez|2z| 12| 0z |6t ] A
. 3SION-SHueqe
8e|se|ov | iv[avlev|vy oy fov ov v {2y v |ov|6v |6 |6v |05| % 2981 I S581 T oL oot e
sijajorfst|wefet|uifor]ele|zfo]s|v|elzlt|a]l ‘esalruiovel ‘vvar ‘ev8l | €561 '19S3IQ ‘aAnowod0 | 1520-292-000122
%
ge|se|ve|ec[ee[ie{oc |6z {8z | sz [0z [sz]ve[cz|2z |12 0z (61| A Lb-1 Sl o6
' -1 6 'Q-1 ‘-1 ‘2- Nollo] [FiH]
21| 0z{ve|sz]oe [2ze|ve |oe [sc|ov [1v [ev|vv |sv|ov|or |6v |6 | % el e AIng 108 MBI o
stfaforfsi{mlefai]ulfor|e|a|c]o[s|v|eclz]|t]|mn Zi-1 21 | zsel 00v8 'SQ ‘1anods je) | 0E20-21-00-0122
ot [t |ei|1z|vz |9z |8z |oc |z |ee|sE [9e | o
g9e|se|ve|ec]ee|iefoc]6z [z sz |9z |5z [ve €2 |22 |12 [0z |61 | A .
8e |6 [ov | v |2y [ev|vr [sv [ov [ov | v [y (v [ev [6v |67 |6v |05 | % 00121012 | ev61 | 's0 0oy orr ooy
stiaforfsifwmfer|ar]iifor{e ez o|slv|e]zit )i 'WI2L 2214 EOLL | 2+ 195910 ‘aniow007 | 80SB-Z11-00-0422
sied) uj oby 0} buipiosdy asud jo abuey YN “JA uoneduap) NSN
abeuadsag uy syiwi aimpuadxy Jieday peoy vSn ‘pold wayy

01¢e DOSd4 HO4 SNOILVLIWIT JHNLIANIdX3 HIVd3H IONVNILNIVIN
V XION3ddV

" .




oL|si|et|iejve|9c|Be|oE|2E|EE|SE{9E| %
9E |SEIvE |EC|cC[LEjoEt62|B2{L2 |92 |GS|ve|ee|ce|ie]|oc|6l |IA JojeIaudn) wesiS/M
o 001v/39 S4%0
SE|6E|Ov (L |eh (EY|vv|SY |9V |9V |Lb | Lb 8P| By 6P 6V |6V10G]| % 06029 ‘uoj 0Z1 ‘OUdAI
BiiZL|oL st vi(cLjeiferjor| 6|8l ]ols{v]|e]e]t|ra] muorozg vroza i Lvo2g | €561 '19$31Q '8AnoWO0207 12S€-518-00-0122
oL{GL|8L|Lec|¥2|92|82|0C |2E|EEC|SE|9E| %
gelse|ve(ee|ee|ic|ot |62 |82|s2|9e]seive|{eg|eeciie]|oZ|6l|IA
o 021v/39 'S4%0
BEI6E OV [Lb |CY [EV |vb 1SY OV |9V |Lb |Lv [(BY |8 (6 |6V |6V (0S| % 'SQ UL 0Z 1 'UI0aI3
BLIZL|OL (St v et (2L ]|ijot)618lL]9]S|v]€Ee|e]| + ]IA| 8012 VOIS '9602 ‘S602 'L602 | ES6L ‘[9s81Q 'aAN0Wo307 1625-v18-00-0122
) OLiSL|8L|te P2 |92|B2|OE |2E |EE[SE|9E| %
9E [GE(VE (EE |cE(LE|0E |62 (B2(L2(92(|G2|P2j€2 |22 |12]02]|6L]}A 3
- J13js8g vwoduane(
ge[6c|ov |Ltviey ey |vr Sy (ov|ov|Lv |sv[8v |8y |6vi6v|6v]|0S| % PESL NI 291 ‘S ‘U0 08 ‘U083
gLlZL]OL|GL v |EeL|eLjLL|OL} 6| B1LO9)ls]|Pv eS|t |IA ‘8291 'L291 ‘G291l MUy 2291 | 2561 18591 ‘aAowWo20 S19€-v08-00-0122
01 ]SL]8L)L2}¥C|92]|82)|0E{CE|EE)|SE|9E| %
e lse|ve jeej2e|ie|oej6c|82|L2|92|sc|ve|€ce|cc|Le|02]|6bL]|IA G891 iy £991 ‘G991 M
5 1991 '6591 NYI €591 ‘1691 009 SIgHN/3D
BE|6E|Ov |1V |2y €V | ¥y [SY OV |9V Lb |2 |8V |8V |6V [6V[6V]| 0S| % | gcg) '6po1 ‘2501 MU HBOL 'SQ 'U0J 08 ‘010313
SLIZL|OL|SL|vL|EL|CLILL|OL] 618 2|9 ]SjPvr|€C]cC] ]I '2P9L NiYl 6£91 'LEIL '9ETL | 2S61 ‘|9saIg 'aANowo207 $19€-v08-00-0122
oL|SLIBL|LS|ve[92|8C|0€E[2E {EE|SE|9E| %
gejse|ve (ec|ee|ie|oef6e[82|L2|92]se|v2ice|2e|1e| 02| 6L |IA
V909 umpleg 'S49Q
BE[6E |0V |Iv|ev |Ev|vv|Sv|ov|Ov|Lv v [8v |8y |6y |6V |6v]|0S| % "0y 021 ‘o913
grlzL|oL|stivileLer|sL|oLt| 6|8 [2]9]Siv e[| |IA 981 ‘€981 '2v8L 'Iv8L | 2561 '[9S3IQg '9AIOW007 119€-$08-00-0t22
oLisitisriiLe|ve|92|BS|OC |2 |EE|SE|9E| %
9g|GE|vE |EE|CE|1E|0E |62 |B2|L2192|G2|veS|€EC |22 (12|02 6t [IA g
J19|s8g-uoduaneq
BE|6E OV |1V SV (EV [PV S {9V {9V (Lv (LY |8V (B 6V (67 |6V 0S| % LE21 NIy 2224 pue 'SQ ‘UoL pp UDBIT
BLIZL|OGL|SLIbL|ELjCL|LL|OL| 6812 }|9)s|Pv]|EClC]|tIA ‘GEZL MUY 1221 ‘12t ‘912t | £S61L ‘|9sa1Q ‘'aAN0W0007] 019€-¥08-00-0122
oL|SL|BL|L2|P2|92]82|0E |CE[EE|GE|IE]| %
9t |SEPEJEE |CE|LE)|0E |62 |82 L2|92 S |v2jee |22 |Lie]| 026l ]| IA
1449 AW3
8€ | 6E|ov |1y |2y [ev vy |Sv[ov|ov| iy | v |BY |8y |6V |6V |6V | 0S| % - 'S U0 0Z1 PUPAI3
gLizZL|oL|SLlbL|EL|CL|Lb|OL]| 618|219 |S|Pv[|E|[C] L |IA] 2E3L ‘6281 'v2BL ‘€281 ‘2281 | LS6I '[3$31Q '8A0WO0207 $8.0-¥55-00-0122
oL|sileL|1e|ve|oc|B2|oOE |cE|EE)SE|9E| %
9E |SE|vE [EE|CE|LE|0C |62 |82 | L2192 |Ge|vc|€c |22 12| 02| 6L |IA ooommI
suwwn)/39 ‘'S4 ‘aben
ge|6c|ov Ly |2v |ev|vv|Sy|ov|ov|ip iy |8y |8y [6v |60 |6V]| 0S| % 9E "U0J S ou12813
gLlZL ot srivi et jor] 6181219 ]|s|vjejei!t A 0S4L | Ev6L '|9S91Q ‘8AROW0207 $820-v55-00-0122
s8iedA u) 86y 0} 6uip1022y ad1y j0 abuey YN 7 uonedyUep| NSN
abejuadiad uy sywiy asnppuadxy sedoy peOYH VSN ‘poad way|

A-2




DoD 4140 50-R

01 |Gt |81 |12|v2|92|82 |OE[2€ |EE |SEI9E | %o | gaos 2204 120L ‘BYOL 2028 | 2b6L
ge|selve|ee|z2e|icjocfeztge|czio2|se|{velce|ae|iz]oz |6l |IA LE6L '95EL
'GGEL 'ZEEL 'IEEL ‘OEEL 'P2EL 009 I8H SUWWNY /39
8E|6C|OvIiv iy ey vb [Sy |9V 19v |y (Lb |8y |8y [6) [6Y |6V [0S | % | oo/ 0ac) cva cvas avas ‘50 ‘0oL Gy IN2aI3
gLlzijou|sevefer|atfrjor|e 8|9 |S|ve]a]|t |'A| '602L'160L 120,820, 1002 | 1061 ‘19sa1q '8AowWo207 [ SE11-128-00-0122
otfsi|si|ie|veioe|sz|oc|ec|ecisc|oc| %
ge|se|vejeeiee|iefoc |62 (|82 |L2|92]|s2|vz|ce|ez|z|o2 (6L |IA s
1E6L 00024-Q Jendiaie)d ;39
se|6E|Ov |y v |er|vv|Sy|ov |9y | v |Lv |8y |8y |6v |6V |6V |05 | % ‘901G "VEbL ‘B6VL ‘2602 65bL | EVEL 'SQ VoL by OMOAN3
gilzt|ov]st|vijerfaritijor|el8|zsfol|s|viele]t A S60L 'v90L | 2¥61 19531 "8An0wW0207 | 2096-028-00-0122
' oL|si|sr|ie|ve|oe|Beloc|ec|ce|sE|9E] %
ge|se|ve|ec|ee|ie|oE |62 (82 s2|9z2|se|ve]ez e (1efog |6k |IA
ge|6c|ov| v |av|ev| vy |sv |9y |ov| v |2v |8 |8y |6y |6v |6 | 0S| 8 QNS Umpieg
iod ‘SQ ‘uol 021 ‘U313
gLjzijor|sive|er|atfri|ot|e|8fs|ofs|v]ela]| ]| 29vZ ‘921, | EV6L ‘t8sa1q ‘arowod07 | *1095-028-00-0122
%
gejse|ve|ee|ee|ie|oe |6z {82 |s2|92lse|veice|az |tz |02]6)|IA 0691 ‘6891 | ¥S61
.| V69l ‘€691 ‘2691 ‘1691 '8B9L
°] 4891 °989} 'L091 ‘9091 ‘S09L | €564
grizifov|stlve|et]|at|sr|orie|8)zslols|v|elefjrjmn Y6EL '€6EL | SP6L
0L |st|8L)te|vejg2|82|oE 2c €€ |VE|9E| % | ogg, '168s '068L 'EI8L '098L
ge|se|velec|ze|Le|oE|62|82{s2|92|s2|ve|e2 |22 |12 |02 |64 |IA| '8SBL'9S8L'SSBL 1SBL vYiL | EV6L
o 68€L 00971 suwwn)/39
BE|6E|0v| b |2V EV| by |Gy |9y |9b )Ly | LV |8y |8BY |6V 16V |6V |0S| % | g,p; ese, 2022 1022 'Sh1L | 2061 'S0 'U0L 0g '
gL|zi|ov|stvifetter|ti|cr|elefzlol|sivie|e]| A 8vvL '€9EL | LP6) 18591 '8AnoWOo0T | 15¥5-028-00-0122
oL|SL|8L|12|v2|92|B82|0E|2€C |€ce|sE|9¢E| %
ge|sc|ve|ee|ee|ieloc |62 |82 {s2|92]|ce|ve|€z]ee|1e]|oZ]6L|IA . 65 1o o
vELL 'EELL '2ELL "L08L | 2v6t "6ES I3POW 0D W
BEIGE| OV Lv|ev |EV| PV |SP|OV |9V | Lb LV |8V |BY |6F |6V |6V (0G| % 09%Z 'S@ ‘U0t 001 "ouID3|3
gijzi|osstvi|er{aliiior|e| 8|z | 9|S|v e |2 ]| |IA| '6SvL'viEL'1LEL'0L8L LL23L | 1V6L 19531 "9A0W0007 | 02€6-618-00-0122
oL|stigr|i1z|ve|9z|82|oc|ee |ec|sE|9E | %
oclse|ve|eejeefLe|oc (62|82 |Le|9z|se|ve|ce |22 |12 |02 |64 |IA uoyIweH-ewn
6c|ov|iv|ev|ev] vr ov | zv v |8y |8v |6v |6v |6v |08 | % “UMpIEg 'S4¥0
8¢ v vivv sy |ov|Sv [y (L o ppOY NI LOOY U0} 09 "9UPAI
grlzilot|stvifer{2i|irforie|slzelolsiviec|e]|t | ‘9421 ‘'SLZ1 ‘ELZL ML L¥2L | pS6L '19s21Q '‘aA0wo0207 | 81E6-618-00-0122
oL|si[sL|it2|vZ|92|82|0€E|2€ |€EE|SE[9E | %
ge)sclve)|eciec|ic|oe |6z |8z |e|oz|se|ve|ez|ae |1z |0z |6t ]IA S
L-SHN-OW3 'S4%0
gel6ciov| iy |2y |ev|vv sy |ov|ovtsiv|Lv By |8y i6p |6 (600G | % 0281 W0y 021 ‘omoal3
gLizi|ot|stivi|er|ai]ritot|el8fzsfjo|s|v €2 ]|t [A]l '€181'2181'0181 608! '808L | 2561 ‘19591 "aAow020 | £1€6-618-00-0122
sieap Uy aby o0y Huiprodoy adid o abuey YN A uonesynuap) NSN
abeuasiag uj syw ainypuadxy seday peoY vYsSn ‘poid way




ot [st |81 [ 12| ve [9z[sz[oe ze]ec ] se [oe [
o€ [se |ve [ec [2e 1€ [oe [62 [82] 22| 9z [sz | vz ez |2z| 1z [0z 64 [1x N eidunw
‘uone;
ge [6€ {ov [1v [2v [ev [vv [sv [ov[ o [2v [0 [ev [ov [6v]6v [6v [0 | % S0 oL 0t DD
arfalafsifwlelafu]o]ele|z]ofs|v|elz]|t [ 9vzL niui 9e21 | es61 'leseiq ‘amowoo0T | 8¥99-6€6-00-0122
ot st 8| 12]vz [oz]sz]oc|ec]ec e [oe | %
9 |se [ve [ee |ze | 1€ |oe {62 82| 22| oz [sz | vz [ez |2z 12 [0z 6t |IA
SuUN,
8 [6€ [ov [ 1w [2v [ev [vv [sv [ov[ov 2y [zv[ev [8v [6v[6v [6v [0S % ot 08 Sunea
g{aijorfsifvjer|afifor]fefe[z[a|s|{v e[|+ [iA] 260t 029t 'bo9t nuut oot | 2561 'l8se/q ‘aAowoo0 | £624-£€8-00-0122
ot (st {8t[ 2] ve [92]8z]oc]zc] ec|se e | %
ot [se [ve [ee |ze |16 [oc |62 [82| 22| 9z [s2[ve[ec|2z] 120z |61 | A aviL | 2561 \
1000 | S¥61 | 8H SUWWND/39
8€ | 6¢ [ov [ 1w [2v [ev [vv [sv [ov] ov [ v [2v v [av |6v [6v [6¥ [0S | % 6222 'e222 ‘000 | toor 'SQ 401 §2 ‘Doara
sijajofsifwi]erfavfiforlels|z]ols|v[ela]|+ A £9LL '860L ‘2811 ‘9641 | £v6L 'lesaiq ‘antowoo0n | 20ze-vE8-00-0122
ot [st |81 | v2[ve |9z |8z {oe [ec]ec|se [oe [ %
ot [ s¢ [ve [ee|ze [ 1€ |oe |62 |82] 2|9z [s2 vz [ez|2z| 12 [0z [64 1A SHIoM
BAIOWO0207 WnowA|g
8 (&€ [ov [1v [ev [ev vy [sv [ov[ov |20 [2v [ev [av [6v [ 6v [6v [0S [ % 'S UL 0F 1EoNIRLOON
stjztforfsi[mietfes|ufo|6lefc]ols|v]e|z |t | 1901 MW 2601 | €561 195810 ‘9AI0WI00T | 0505-528-00-0122
% 2698 | vv6l
L56L 'SS6L
se|se |veee|ze|ie|oe [62 (82| 22|92 (52| vz [ez 22| 12[0z 64 |2A] ‘ggps s6vs ‘96vs ‘povs Bios | cvet
% 9E6L 'L6LL '98YL
‘LybL ‘OPYL LLbL 'ELVL ‘TVL
gifar[orfstfvi]erfat [ifor]e|e |z o]s|v]e |zt |IA| Bovs'oovs vovs ‘iszs ‘svaL
sieap uj aby 0) Buipio2aoy 8oy J0 obuey YN A uonesyyuep) NSN -
aBeiuaniad uj sW ainypuadxy sedoy peoy VSN ‘poid woy

A=4




DoD 4140.50-R

TAB B
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